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24, 48, 96 G652D Fibers ADSS Cable 

General description: 
 
These cables comprise of 24, 48, 96 Single Mode Fibers (ITU-T G.652D) and are constructed with loose tubes which 

are detailed in Table 2.  

Loose Tubes (2.8mm diameter) are manufactured from high strength, low shrinkage PBT Compound, and each tube 

will contain a number of optical fibres as quoted in Table 2 and a thixotropic jelly, to prevent water penetration and 

protect the fibres against shock. Fibre colour sequence is defined in Table 1. The elements are SZ stranded around a 

non-metallic central strength member (3.0mm FRP with PE coating if required) and the formation retained with 

polyester binders. To prevent the ingress of water, the cable core is jelly filled. A Polyester tape is longitudinally 

applied over the cable core.  

Then over the cable core, black LDPE is applied as inner sheath with nominal radial thickness of 1.3mm.  

Over the cable core are applied Aramid Yarns, in two layers, contra-helically, in order to assure zero torsion to the 

cable.  

Finally an outer sheath of black HDPE, with a nominal radial thickness of 1.6mm is applied over the Aramid yarns 

shrength member. 

 
  Table 1: Fiber Colours    

Fibre No.  1  2  3  4  5  6  

Colour  Blue  Orange  Green  Brown  Grey  White  

Fibre No.  7  8  9  10  11  12  

Colour  Red  Black  Yellow  Violet  Pink  Aqua  

 

  Table 2: Cable Core Construction and Colours   
Fibre Count  1   2  3  4  5  6  

24F  
Blue L.T. 

12F  
 Orange L.T. 

12F  

Black PE 

Filler  

Black PE 

Filler  

Black PE 

Filler  

Black PE 

Filler  

48F  
Blue L.T. 

12F  
 Orange L.T. 

12F  

Green L.T. 

12F  

Brown L.T. 

12F  

Black PE 

Filler  

Black PE 

Filler  

Fibre Count  1   2  3  4  5  6  

Blue L.T. 

12F  
 Orange L.T. 

12F  

Green L.T. 

12F  

Brown L.T. 

12F  

Grey L.T. 

12F  

White L.T. 

12F  

7   8      96F  

Red L.T. 

12F  
 Black L.T. 

12F  
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Drawing and Principal Parameters  1 
(For 24F ADSS Cable under 150m span, Max. 180km/h wind & Max. 3.0kg/m ice load)  

 

Cable Environmental Performance  

Maximum Span 150 meters  

Cable Initial Sag (%) 2.0 %  

Temperature Range -40OC to +70 OC  

Maximum Wind Speed 50m/s (180km/h)  

Maximum Ice Load 3.0 kg/m  

Cable Physical / Mechanical Characteristics  

Fibre Count 24 (12 Fibres / Tube)  

Maximum Working Tension (MAT) 13.64 kN (1390 kgs)  

Estimated Tensile Strength (UTS) 43.07 kN (4390 kgs)  

Thermal Coefficient of Expansion 8.93 x 10-6/OC  

Area of Aramid 26.3 mm2  

Approx. Cable Weight 200 kgs / km  

Cable Diameter 16.0 mm  

Minimum Bending Radius Dynamic 320 mm, Static 200 mm  

Crush Resistance 3000 N/10 cm  

Water Penetration 

No water penetration of the cable core, on a 3 

metre sample, with a 1 metre head of water 

applied for 24 hours  

Outer Sheath Material Black HDPE  

Max. Electrical Field Strength ≤ 12 kV/m tested according to IEEE P1222  

Drum Length Standard 4000m  
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Drawing and Principal Parameters  2 
(For 48F ADSS Cable under 150m span, Max. 180km/h wind & Max. 3.0kg/m ice load) 

 
Cable Environmental Performance  

Maximum Span 150 meters  

Cable Initial Sag (%) 2.0 %  

Temperature Range -40 OC to +70 OC  

Maximum Wind Speed 50m/s (180km/h)  

Maximum Ice Load 3.0 kg/m  

Cable Physical / Mechanical Characteristics  

Fibre Count 48 (12 Fibres / Tube)  

Maximum Working Tension (MAT) 13.64 kN (1390 kgs)  

Estimated Tensile Strength (UTS) 43.07 kN (4390 kgs)  

Thermal Coefficient of Expansion 8.93 x 10-6/OC  

Area of Aramid 26.3 mm2  

Approx. Cable Weight 200 kgs / km  

Cable Diameter 16.0 mm  

Minimum Bending Radius Dynamic 320 mm, Static 200 mm  

Crush Resistance 3000 N/10 cm  

Water Penetration 

No water penetration of the cable core, on a 3 

metre sample, with a 1 metre head of water 

applied for 24 hours  

Outer Sheath Material Black HDPE  

Max. Electrical Field Strength ≤ 12 kV/m tested according to IEEE P1222  

Drum Length Standard 4000m  
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Drawing and Principal Parameters  3 
(For 96F ADSS Cable under 150m span, Max. 180km/h wind & Max. 3.0kg/m ice load) 
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